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Pressure Gauges - Liquid Filled 

Liquid Filled Pressure Gauge Features:
   • Stainless steel or black steel case
    • Glycerine Filled, Phosphor bronze bourdon tube
    • Accuracy +/- 3-2-3%
    • 2” or 2 1/2” Dial face with clear acrylic lens
    • Crimped stainless steel ring
    • For use in high vibration, corrosion situations 
    • TO BE USED WITH AIR OR WATER ONLY.

ILPG SeriesEILPG Series

Part Number             Case                      Range             Type             Dial Size        MIP Conn.    Ctn Qty List Price
2” DIAL SIZE, LIQUID FILLED
EILPG302-4L                  Steel                          0-30#                Pressure                2”             1/4” Lower          100      $ 8.62
EILPG602-4L                  Steel                          0-60#                Pressure                2”             1/4” Lower          100         8.62
EILPG602-4B                 Steel                          0-60#                Pressure                2”             1/4” Back           100         9.45
EILPG1002-4L                Steel                          0-100#              Pressure                2”             1/4” Lower          100         8.62
EILPG1002-4B               Steel                          0-100#              Pressure                2”             1/4” Back           100         9.45
EILPG1602-4L                Steel                          0-160#              Pressure                2”             1/4” Lower          100         8.62
EILVG302-4L                  Steel                          0-30 Hg”           Vacuum                  2"              1/4” Lower          100       10.36

EILPG302-4LSS             Stainless Steel         0-30#                Pressure                2”             1/4” Lower          100      13.69
EILPG602-4LSS             Stainless Steel         0-60#                Pressure                2”             1/4” Lower          100       13.69
EILPG602-4BSS             Stainless Steel         0-60#                Pressure                2”             1/4” Back           100       14.25
EILPG1002-4LSS           Stainless Steel         0-100#              Pressure                2”             1/4” Lower          100       13.69
EILVG302-4LSS              Stainless Steel         0-30 Hg”           Vacuum                  2"              1/4” Lower          100       14.82

2 1/2” DIAL SIZE, LIQUID FILLED
ILPG3025-4L                  Stainless Steel         0-30#                Pressure                2 1/2”      1/4 Lower           50         14.63
ILPG6025-4L                  Stainless Steel         0-60#                Pressure                2 1/2”      1/4 Lower           50         14.63
ILPG10025-4L               Stainless Steel         0-100#              Pressure                2 1/2”      1/4 Lower           50         14.63
ILPG16025-4L               Stainless Steel         0-160#              Pressure                2 1/2”      1/4 Lower           50         14.63
ILPG20025-4L               Stainless Steel         0-200#              Pressure                2 1/2”      1/4 Lower           50         14.63
ILVG3025-4L                  Stainless Steel         0-30 Hg”           Vacuum                  2 1/2"      1/4 Lower           50         16.68
ILCG36025-4L               Stainless Steel         30 Hg"/60#      Vacuum/Press       2 1/2"      1/4 Lower           50          17.29

CAUTION


